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The light source contained in this luminaire shall only be replaced by the manufacturer or his service agent or a similar qualified person.

De lichtbron in deze lamp mag alleen worden vervangen door de fabrikant, zijn serviceagent of een vergelijkbaar gekwalificeerd persoon.

0.5-3 meter/sec
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-20°C ~ +40°C16W/11W 95mA/60mA >0.7MM77124-4 FCL71700v0-ds/sc+LA10175 Ø330 x H11020pcs F

 E

 N/A
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Ø390 x H115
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Master-Slave Funktion
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This product contains a light source of energy efficiency class <X>
Este producto con�ene una fuente luminosa de la clase de eficiencia energé�ca <X>
Dieses Produkt enthält eine Lichtquelle der Energieeffizienzklasse <X>
Questo prodo�o con�ene una sorgente luminosa di classe di efficienza energe�ca <X>
Ce produit con�ent une source lumineuse de classe d’efficacité énergé�que <X>
Dit product bevat een lichtbron van energie-efficiën�eklasse <X>
Tento výrobok obsahuje svetelný zdroj triedy energe�ckej účinnos� <X>
Vereinfachte EU Konformitätserklärung:
Hiermit bestä�gt die IDV GmbH die Konformität des HF-Sensors mit der Richtlinie 2014/53/EU.
Die vollständige Konformitätserklärung ist auf der Website:www.megaman.de/downloads/konformitaetserklaerung/index.html zur Verfügung gestellt.

LA10175 HF-Sensor:
HF-Sensor-Leistung：          1W
Standby-Leistung:                ≤ 0.5W
HF-Sensor-Frequenz:           5.8 GHz +/- 75MHz
Der HF-Sensor funk�oniert mit AC 220-240V, nicht mit DC Gleichstrom.
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This marking indicates that this product should not be disposed with other 
household wastes throughout the EU. To prevent possible harm to the 
environment or human health from uncontrolled waste disposal, recycle it 
responsibly to promote the sustainable reuse of material resources. To 
return your used device, please use the return and collection systems or 
contact the retailer where the product was purchased. They can take this 
product for environmental safe recycling.

Correct disposal of this product
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