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Front frame DIN dimension 48 x 24 mm! Protection class IP 65

Electromechanical hour counters
register operating and service times.

New hour counters – now with large digits and DIN dimensions 48 x 24 mm 
type range 250...

type 250, 250.1, 250.2, 260, 260.1, 260.2

type 251, 251.1, 251.2, 261, 261.1, 261.2

These are 7 digit BAUSER hour counters with the smallest dimensions for AC and DC
operation. They are even suited for heavy applications on utilitly vehicles. Even for
this range a protection class of IP65 (front) is offered.

A BAUSER top program, where everything is correct. From the technical solution,
through the design up to the usual good value for money.

Front frame 36 x 24 mm, protection class IP 65

front front plug connect. plug connect. terminal connect.
black grey 6,3 x 0,8 ”bent” ”bent”

”straight” 90°“ 90°“

AC DC

250 260

250.1 260.1

250.2 260.2

251 261

251.1 261.1

251.2 261.2

type 252, 252.1, 252.2, 262, 262.1, 262.2

type 253, 253.1, 253.2, 263, 263.1, 263.2

front front plug connect. plug connect. terminal connect.
black grey 6,3 x 0,8 „bent“ „bent“

„straight“ 90°“ 90°“

AC DC

252 262

252.1 262.1

252.2 262.2

253 263

253.1 263.1

253.2 263.2


