
Datenblatt
 

 

Erstellungs-Datum December 17, 2013 10:21:20 AM CET

  Katalogstand xx.xx.xxxx / Technische Änderungen vorbehalten 1

Accessories
ERME 16² SPX 4

Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
D-32758 Detmold
Germany
Fon: +49 5231 14-0
Fax: +49 5231 14-292083
www.weidmueller.com

General ordering data

 
Type ERME 16² SPX 4
Order No. 1119040000
Version Accessories, Cutter holder
GTIN (EAN) 4032248948437
Qty. 1 pc(s).
 

 

 

• For flexible and solid conductors with PVC insulation
• Stripping length adjustable via end stop
• Automatic opening of clamping jaws after stripping
• No splicing of single conductors
• Adjustable for different insulation thicknesses
• Cable with double insulation in two processing steps

without special adjustment
• No play in self-adjusting cutting unit
• Long-lasting
• Optimised ergonomic design

http://catalog.weidmueller.com/catalog/Start.do?localeId=en_DE&ObjectID=1119040000


Datenblatt
 

Accessories
ERME 16² SPX 4

Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
D-32758 Detmold
Germany
Fon: +49 5231 14-0
Fax: +49 5231 14-292083
www.weidmueller.comTechnische Daten

 

 

Erstellungs-Datum December 17, 2013 10:21:20 AM CET

  Katalogstand xx.xx.xxxx / Technische Änderungen vorbehalten 2

Dimensions and weights
 
Net weight 20 g    
 

Classifications
 
ETIM 3.0 EC000161   eClass 6.2 21-04-92-90
eClass 7.1 21-04-92-90    
 

Approvals
 
Approvals
ROHS Conform
 


