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SHELL TYPE NEEDLE ROLLER BEARINGS, OPEN END DESIGN

Fw Ew Bc

120

185

180

129

172

217

200

165

275

170

300

262

570

265

550

320

400

607

620

740

790

850

1810

100

100

100

105

110

110

115

120

125

130

135

145

150

155

160

165

175

185

195

210

220

240

265

107

108

108

112

117

118

123

127

133

137

143

153

160

163

170

173

183

195

205

220

230

250

280

21

27

30

21

24

30

27

24

35

24

35

26

46

26

46

26

32

37

37

42

42

42

50

48

57

71

47.5

56

78

63

59

86

61

91

74

147

75

152

81

99

128

133

154

158

164

255

127

143

188

127

158

219

170

174

260

186

290

225

470

236

510

265

350

245

450

560

590

630

860

4700

4700

4700

4500

4300

4300

4100

4000

3800

3700

3500

3300

3200

3100

3000

2900

2700

2600

2500

2300

2200

2000

1800

3600

3800

3600

3500

3400

3200

3300

3100

2900

3000

2700

2700

2100

2600

2000

2300

2100

1900

1800

1600

1500

1400

1100

K 100 107 21

K 100 108 27

K 100 108 30

K 105 112 21

K 110 117 24

K 110 118 30

K 115 123 27

K 120 127 24

K 125 133 35

K 130 137 24

K 135 143 35

K 145 153 26

K 150 160 46

K 155 163 26

K 160 170 46

K 165 173 26

K 175 183 32

K 185 195 37

K 195 205 37

K 210 220 42

K 220 230 42

K 240 250 42

K 265 280 50

100

105

110

115

120

125

130

135

145

150

155

160

165

175

185

195

210

220

240

265

Bearing Number

Principal dimensions  (mm)
Shaft

Diameter
( ) mm

Basic Load Rating  (kN) 

Fw D r

min

Ct

min

C

Open end design Closed end design

3

4

5

6

7

8

9

10

12

13

14

15

16

17

18

20

22

+HK 0306 TN

+HK 0408

+HK 0509

+HK 0608

HK 0609

HK 0709

HK 0808

HK 0810

HK 0908

HK 0910

HK 0912

HK 1010

HK 1012

HK 1015

HK 1210

HK 1212

HK 1312

HK 1412

HK 1512

HK 1516

HK 1522

HK 1612

HK 1616

HK 1622

HK 1712

HK 1812

HK 1816

HK 2010

HK 2012

HK 2016

HK 2020

HK 2030

HK 2210

HK 2212

HK 2216

HK 2220

3

4

5

6

6

7

8

8

9

9

9

10

10

10

12

12

13

14

15

15

15

16

16

16

17

18

18

20

20

20

20

20

22

22

22

22

6.5

8

9

10

10

11

12

12

13

13

13

14

14

14

16

18

19

20

21

21

22

22

22

23

24

24

26

26

26

26

26

26

28

28

28

28

6

8

9

8

9

9

8

10

8

10

12

10

12

15

10

12

12

12

12

16

22

12

16

22

12

12

16

10

12

16

20

30

10

12

16

20

5.2

6.4

7.4

-

7.4

7.4

6.4

8.4

-

8.4

10.4

8.4

10.4

13.4

8.4

9.3

9.3

9.3

9.3

13.3

-

9.3

13.3

19.3

-

9.3

13.3

-

-

13.3

17.3

-

-

9.3

13.3

-

0.3

0.3

0.4

0.4

0.4

0.4

0.4

0.4

0.4

0.4

0.4

0.4

0.4

0.4

0.4

0.8

0.8

0.8

0.8

0.8

0.8

0.8

0.8

0.8

0.8

0.8

0.8

0.8

0.8

0.8

0.8

0.8

0.8

0.8

0.8

0.8

+BK 0306 TN
+BK 0408
+BK 0509

-

BK 0609

BK 0709

BK 0808

BK 0810

-

BK 0910

BK 0912

BK 1010

BK 1012

BK 1015

BK 1210

BK 1212

BK 1312

BK 1412

BK 1512

BK 1516

-

BK 1612

BK 1616

BK 1622

-

BK 1812

BK 1816

-

-

BK 2016

BK 2020

-

-

BK 2212

BK 2216

-

1.0

2.0

2.0

2.1

2.5

2.6

2.7

3.0

3.0

4.0

4.6

4.1

4.8

6.0

4.6

9.0

10.0

10.5

11.0

15.0

20.0

12.0

16.0

22.0

12.0

13.0

18.0

12.0

14.0

19.0

24.0

35.0

13.0

15.0

21.0

26.0

1.0

2.1

2.1

-

2.6

2.9

3.0

3.4

-

4.3

4.9

4.3

5.0

6.2

5.2

10.0

11.0

12.0

13.0

17.0

-

14.0

18.0

24.0

-

15.0

20.0

-

-

22.0

27.0

-

-

18.0

24.0

-

Principal dimensions  (mm)

Bearing Number

Shaft
Diameter

( ) mm
Bearing Number

TN = Plastic cage, Limiting working temperature: +120  (Continuous working)
+Without oil hole
   With double-row oil holes are of standard type

NEEDLE ROLLER BEARINGS AND CAGE ASSEMBLY

83 84

Dynamic 

C

Static

Co

Rotating 
Speed
r/min

Limiting Speed
r/min

g

Weight
g

Weight

g

Weight

C

FwD

HK BK

D

C

Fw

tC

r


