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Product image

General ordering data

 
Type SCM-I CLIP M
Order No. 8869450000
Version RIDERSERIES RCM, Retaining clip
GTIN (EAN) 4032248614301
Qty. 10 pc(s).
 

 

 

Metal retaining clip for RIDERSERIES RCM relays

http://catalog.weidmueller.com/catalog/Start.do?localeId=en&ObjectID=8869450000


Data sheet
 

RIDERSERIES RCM
SCM-I CLIP M

Weidmüller Interface GmbH & Co. KG
Klingenbergstraße 16
D-32758 Detmold
Germany
Fon: +49 5231 14-0
Fax: +49 5231 14-292083
www.weidmueller.comTechnical data

 

 

Creation date May 28, 2019 2:46:13 PM CEST

  Catalogue status 23.05.2019 / We reserve the right to make technical changes. 2

Dimensions and weights
 
Net weight 0.559 g    
 

Temperatures
 
Humidity 40 °C / 93 % rel. humidity,

no condensation
  Operating temperature, max.

70 °C
Operating temperature, min. -40 °C   Storage temperature, max. 85 °C
Storage temperature, min. -40 °C   Operating temperature -40 °C...70 °C
Storage temperature -40 °C...85 °C    
 

Environmental Product Compliance
 
REACH SVHC Lead 7439-92-1    
 

General data
 
Material metal   Colour silver
 

Classifications
 
ETIM 4.0 EC001456   ETIM 5.0 EC002586
ETIM 6.0 EC002586   UNSPSC 30-21-19-17
eClass 5.1 27-37-16-03   eClass 6.2 27-37-16-03
eClass 7.1 27-37-92-08   eClass 8.1 27-37-92-08
eClass 9.1 27-37-16-92    
 

Approvals
 
Approvals

ROHS Conform
 

Downloads
 
Brochure/Catalogue CAT 4.2 ELECTR 18/19 EN
Engineering Data EPLAN, WSCAD
Engineering Data STEP
 

http://download.weidmueller.com/asset/download/file//55909
http://catalog.weidmueller.com/assets/LINK/CAE_EN.html
http://download.weidmueller.com/asset/download/file//66725

