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NAME
Pin

Shell

Metal shell

Molding

Cable

NOTE
Copper gold plated

Iron gold plated black rubber core

Black AL

transparen 40-60P PVC

Black 30AWG OD:Ø6.0MM+Nylon

FEATURES
1.Gold-plated plugs
2.compliant ROHS.1080P
ELECTRICAL SPECIFICATION:
1.Withstanding voltage:300VDC 0.1SEC
2.Insulation Resistance:5Mohm 300VDC
3.Conduction impedance:10ohm

Item
Produc Family

Length

HT-1045-BK 1000±30

Cover
Black AL+ transparent PVC

30AWG OD:∅6.0mm

Conductor:5x30AWG(1/0.23BC)
x1pair

Insulation:2core,OD:Ø0.50mm
HDPE

Conductor:2Cx 30AWG(1/0.23BC)

Lapping: double  AL/MY,0.025*20mm

Jacket:Ø6.0mm+Nylon
 UL PVC,70P,Black

Insulation:5pairs,foamed-PE
OD:Ø0.70mm

Insulator:5*al/my/my

 Conductor :30AWG(1/0.23BC )
x1pair

Insulation:1pair,OD:Ø0.50mm
HDPE(1 twisted)

Drain wire:30AWG(1/0.23BC)

Braiding:128#/0.12ALMG+1/0.23CCS
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