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Product Features

I Mechanical coding to protect against mismatching

M Attenuation of reverse voltage induced in coil

Plug-in module, for mounting on PR3, with varistor and yellow LED, input voltage: 12-24 V AC/DC *

Key commercial data

package_quantity 10
GTIN 4017918934026
classifications
eCl@ss
eCl@ss 4.0 27371190
eCl@ss 4.1 27371190
eCl@ss 5.0 27371692
eCl@ss 5.1 27371692
eCl@ss 6.0 27371603
eCl@ss 7.0 27371603
eCl@ss 8.0 27371603
ETIM
ETIM 2.0 ECO001456
ETIM 3.0 ECO001456
ETIM 4.0 EC001456
ETIM 5.0 EC001456
UNSPSC
UNSPSC 6.01 30211917
UNSPSC 7.0901 39121516
UNSPSC 11 39121516
UNSPSC 12.01 39121516
UNSPSC 13.2 39121516

Nov 9, 2013

1/3


https://www.phoenixcontact.com/us/produkte/2833835
https://www.phoenixcontact.com/de/produkte/2833835

https://www.phoenixcontact.com/us/produkte/2833835 [ﬂPHCENIX
CONTACT

Plug-in module - LV3- 12- 24UC - 2833835

approvals

UL Recognized / cUL Recognized / cULus Recognized /

Approval details

UL Recognized “

cUL Recognized cﬂ

cULus Recognized eml.ls

Drawings
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Circuit diagram
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