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Issued to: WERMA SIGNALTECHNIK GMBH + CO KG
DUERBHEIMER STR 15
78604 RIETHEIM-WEILHEIM, GERMANY

This is to certify that
representative samples of

VISUAL-SIGNAL APPLIANCES
Rotating Mirror Beacon Light, Models 885 XY0 54, 885 XY0
75, and 885 XY0 78. For Indoor and Outdoor use.
The X is the color of the dome, 1= Red, 2 = Green, 3 =
Yellow, 4 = Clear and 5 = Blue. The Y is the mounting
method, 0 = base mount and 1 = tube mount.

Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

Standard(s) for Safety: UL 1638, Visual Signaling Appliances - Private Mode
Emergency and General Utility Signaling
CSA C22.2 No. 205-M1983, Signaling Equipment -
Consumer and Commercial Products.

Additional Information: See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Listing Mark for the US and Canada should be considered as
being covered by UL's Listing and Follow-Up Service meeting the appropriate requirements for US
and Canada.
The UL Listing Mark for the US and Canada generally includes: the UL in a circle symbol with “C” and

“US” identifiers: the word “LISTED”; a control number (may be alphanumeric) assigned by UL;
and the product category name (product identifier) as indicated in the appropriate UL Directory.

Look for the UL Listing Mark on the product.


