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Certificate of Compliance 
Certificate: 1121704    Master Contract: 166260  

Project: 2312266  Date Issued: August 2, 2010  

Issued to: Marquardt GmbH  

Schloss-Strasse 16  

D-78604 Rietheim-Weilheim  

GERMANY  

 

The products listed below are eligible to bear the CSA Mark shown 

with adjacent indicators 'C' and 'US' for Canada and US or with adjacent 

indicator 'US' for US only or without either indicator for Canada only     

 
  

   
   

 

M. GryschukM. GryschukM. GryschukM. Gryschuk    
Issued by: M. Gryschuk 

 

PRODUCTS 
 

CLASS 6241 10 - SWITCHES - Snap – Special Use 

CLASS 6241 90 - SWITCHES - Snap – Special-Use – To the requirements of US-Standards 

 



   

Certificate: 1121704  

Project: 2312266  
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Special-Use Switches, Component 

Cat. No. Electrical Rating Temperature. (° C) POL/THR PP ENDURANCE 

1838  

w/wo suff 

.0000-9999  

w/wo Code R58 

6 A 

1/8 hp 

1/8 hp 

125-250Vac 

125 Vac 

250 Vac 

65 2/1 -- 6 K 

       

1838  

w/wo suff 

.0000-9999  

w/wo Code R88 

10 A 

1/8 hp 

1/4 hp 

125-250Vac 

125 Vac 

250 Vac 

65 2/1 -- 6 K 

       

1838  

w/wo suff 

.0000-9999  

w/wo Code R105 

12.5 A 

1/8 hp 

1/4 hp 

125-250Vac 

125 Vac 

250 Vac 

65 2/1 -- 6 K 

       

1838  

w/wo suff 

.0000-9999  

w/wo Code R135 

16 A 

1/3 hp 

1/2 hp 

125-250Vac 

125 Vac 

250 Vac 

65 2/1 -- 6 K 

       

1839  

w/wo suff 

.0000-9999  

w/wo Code R58 

6 A 

1/8 hp 

1/8 hp 

125-250Vac 

125 Vac 

250 Vac 

65 2/1 -- 6 K 

       

1839  

w/wo suff 

.0000-9999  

w/wo Code R88 

10 A 

1/8 hp 

1/4 hp 

125-250Vac 

125 Vac 

250 Vac 

65 2/1 -- 6 K 

       

1839  

w/wo suff 

.0000-9999  

w/wo Code R135 

16 A 

1/3 hp 

1/2 hp 

125-250Vac 

125 Vac 

250 Vac 

65 2/1 -- 6 K 

       

Cat. No. with 4 digits may be f/b “.” w/wo suffix 0000-9999 w/wo Rating Code R f/b 1-999 

Cat. No. with 3 digits may be f/b “.” or 0-9 may be f/b by “.” w/wo suffix 0000-9999 w/wo  

Rating Code R f/b 1-999 

 

Electrical Rating: "R" = Resistive "L" = AC Tungsten "T"= AC and DC Tungsten 

Poles/Throws: # of Poles/# of Throws.  "M" indicates "Multi" (e.g. 2/M indicates 2 pole, Multi-Throw) 

PP: Per pole, "PP" in this column indicates each pole may carry the rated current  

  (for 2 or more pole switches), with opposite polarity between adjacent poles 

Temperature: Temperature rating exceeding 40°C in compliance with UL Std. 1054, Clause 15  

  (specifically 15.1, in °C).  

 

Notes: 

1. Suffixes may be added, indicating contact arrangement, type of actuator and mechanical details.   

2. Certified for use only where the suitability of the combination is determined by CSA International or 

another NRTL 
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APPLICABLE REQUIREMENTS 

 

CSA Std. C22.2 No. 55-M1986, 3
rd

 Ed - Special Use Switches 

UL Std. No. 1054, 6
th
 Ed - Special-Use Switches 

 

 

 














