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SERIES 1660 - SINGLE AND DOUBLE-POLE PUSHBUTTON SWITCHES
TO 16 (4 ) A 250 V AC
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Mechanical life endurance 5E4

Contact resistance (new condition) < 100 mOhm (1 A 12 V DC)

Insulation resistance (new condition) > 100 MOhm (500 V DC)

Voltage strength at 250 V 1 500 V function insulation / basic insulation
3 000 V reinforced insulation
500 V small contact distance

Proof tracking 250 PTI

Insulation spacing acc. to EN 61058 for reinforced or double insulation

Protection type IP 40

Ambient temperature connection side -20 °C ... +85 °C
actuating side -20 °C ... +55 °C

Flammability UL 94 V-2

Heat and fi re resistance 850 °C (category D)

Material actuator
 housing
 connections

PA / PC (product-dependent)
PA / PA glass fi ber-reinforced (product-dependent)
Cu / silver-plated

Plug force of the terminals � 80 N

Approval marks � / � / �

Suitable for appliances of protection class II

ON REQUEST

 Other colors

Other printing variants

Other connection types

Other lamp variants

Cable assembly 

PRODUCT FEATURES

 Illuminated and non-illuminated pushbutton switch

Proven jump contact switching system 
(double interrupting)

Opening and closing speed independent 
of the actuating speed

Product-dependent with external lamp connection 

SERIES 1660 - SINGLE AND DOUBLE-POLE PUSHBUTTON SWITCHES
TO 16 (4 ) A 250 V AC
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SERIES 1660 - SINGLE AND DOUBLE-POLE PUSHBUTTON SWITCHES
TO 16 (4 ) A 250 V AC

SE
N

SO
RS

M
IC

RO
-S

IG
N

A
L 

SW
IT

CH
ES

SN
A

P-
A

CT
IO

N
 S

W
IT

CH
ES

TA
CT

 A
N

D 
KE

Y 
SW

IT
CH

ES
PO

W
ER

 T
O

O
L 

SW
IT

CH
ES

FO
O

T 
SW

IT
CH

ES
RO

TA
RY

 S
W

IT
CH

ES
SL

ID
E 

SW
IT

CH
ES

TO
G

G
LE

 S
W

IT
CH

ES
RO

CK
ER

 S
W

IT
CH

ES
PU

SH
BU

TT
O

N
 S

W
IT

CH
ES

Vo
lta

ge
 la

m
p 

in
 V

Ac
tu

at
or

 c
ol

or
 / 

pr
in

tin
g

Ho
us

in
g 

co
lo

r

16
 (4

) A
 2

50
 V

 A
C 

1E
4

16
 (4

) A
 2

50
 V

 A
C

12
 (4

) A
 2

50
 V

 A
C 

1E
4

12
 A

 2
50

 V
 A

C 
1/

2 
HP

12
 A

 1
25

 V
 A

C 
1/

6 
HP

Co
nn

ec
tio

n 
ty

pe

Co
nn

ec
tio

n 
de

sc
rip

tio
n

Co
nt

ac
t d

is
ta

nc
e 

in
 m

m

Co
nt

ac
t m

at
er

ia
l

M
is

ce
lla

ne
ou

s

St
oc

k 
ve

rs
io

n

 single-pole 

1665.3101 230 6.3 / 2 x 4.8 � 3 Ag external lamp connection

1665.3102 230 6.3 / 2 x 4.8 � 3 Ag external lamp connection

 Normally open contact (SPNO) 

1662.0201 6.3 � 3 Ag

1662.0203 6.3 � 3 Ag

 ON/OFF switch (SPST) 

1662.0101 6.3 � 3 Ag

1662.0102 6.3 � 3 Ag

 Normally open contact (SPNO) 

1664.0101 4.8 < 3 Ag

 Changeover switch (SPDT momentary) 
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1660.0201 230 6.3 � 3 Ag

1660.0202 230 6.3 � 3 Ag

1660.0203 230 6.3 � 3 Ag

1660.3202 230 6.3 / 2 x 4.8 � 3 Ag external lamp connection

1660.0222 110 6.3 � 3 Ag

1661.0201 6.3 � 3 Ag

1661.0220 6.3 � 3 Ag

 ON/OFF switch (SPST) 
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   double-pole 

1663.0201 4.8 < 3 Ag

 Switch (SPDT) 

1663.0101 4.8 < 3 Ag

 Changeover switch (SPDT momentary) 
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Lamp

1667.0101 230 6.3

1667.0102 230 6.3

1667.0104 230 6.3

 Lamp 

1661.0101 6.3 � 3 Ag

 Normally open contact (SPNO) 
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 Basic types 1660, 1661, 1662, 
1663 and 1665
double-pole
illuminated / non-illuminated 

X Y Z
0.75 ... 1.0 30 +0.1 22.2 +0.2

1.0 ... 1.5 30.2 +0.1 22.2 +0.2

1.5 ... 3.0 30.4 +0.1 22.2 +0.2

X = Wall thickness

 Quick-connect terminal 4.8  

5

2
20

.5
30

.8

31
.7

18.7

8.2

21.8

2.4

A 4.8-0.8

29.3

18.6

24.8
33 25

 Quick-connect terminal 6.3  

33

24.8

25

52
20

.5

30
.8

18.7

21.8
6.3-0.818.6

29.3

 Quick-connect terminal 6.3 / 2 x 4.8 
with external lamp connection 

25

18.7

4.8-0.8

21.8

13.76.3-0.8
29.3

18.6

33

2
20

.5

30
.8

5

34

24.5

  

 Basic type 1667
Lamp 

X Y Z
0.75 ... 1.0 30 +0.1 22.2 +0.2

1.0 ... 1.5 30.2 +0.1 22.2 +0.2

1.5 ... 3.0 30.4 +0.1 22.2 +0.2

X = Wall thickness

 Quick-connect terminal 6.3  

2
20

.5

18.7

29.3 21.8

2533

24.8 1

  

 Gasket
340.040.011 

0.729.6

30.4

9.
5

32.7

22
.1

19
.3

24
.7

 Gasket of EPDM black for sealing 
between switch and appliance for 
increased dust and water protection 
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 Protection cap
203.201.011 

28

36

0.
6

10
.6

 Transparent PVC-protection cap for 
switches of the basic types 1660, 
1662, 1663, 1664, 1665 and 1667. 
Serves as dust and water protection 
of the actuation side. 

 Window
203.107.011 - orange
203.107.031 - green 

18
.7

24.8

11
.1

 Transparent window for assembly by 
customer. Switches and lamps without 
mounted cap are available on request. 

 Dummy piece
203.028.013 

21.8

25

33

29.5

2.
6

22
.5

 Dummy piece for size of basic type 
1667 of PA with housing and cover 
in black and with mounted gasket 
(340.040.011) for dust and water 
protection 


