
EU declaration of conformity

declare under our sole responsibility that the product (family)

according to the list on page 2 and provided they are installed, maintained
and used in applications for which they were made, with respect to
the manufacturers instructions, relevant installation standards
and good engineering practices,

complies with the provisions of Council directive(s):

Doc. No.: CE1600303

We, Cooper Bussmann (U.K.) Limited
Burton-on-the-Wolds, Leicestershire, LE12 5TH, UK

Square-bodied fuse-links for photovoltaic applications

2014/35/EU Low Voltage Directive

based on compliance with the following standard(s):

EN 60269-1:2007 + A1:2009 + A2:2014

EN 60269-6:2011
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Types within the range

The declaration of conformity applies to the following types within the product family
and in combination with products listed below:

Doc. No.: CE1600303

PV-*A-01XL
PV-*A-01XL-12
PV-*A-01XL-15
PV-*A-01XL-B
PV-*A-01XL-B-12
PV-*A-01XL-B-15
PV-*A-01XL-B-BTM
PV-*A-01XL-BT
PV-*A-01XL-BTM
PV-*A-1XL
PV-*A-1XL-15
PV-*A-1XL-B
PV-*A-1XL-B-15
PV-*A-1XL-B-BT
PV-*A-1XL-BT
PV-*A-2XL
PV-*A-2XL-11
PV-*A-2XL-15
PV-*A-2XL-3B
PV-*A-2XL-3B-15
PV-*A-2XL-B
PV-*A-2XL-B-15
PV-*A-2XL-B-BT
PV-*A-2XL-B-BTM

PV-*A-2XL-BT
PV-*A-2XL-BTM
PV-*A-3L
PV-*A-3L-11
PV-*A-3L-15
PV-*A-3L-B
PV-*A-3L-B-15
PV-*A-3L-B-BT
PV-*A-3L-B-BTM
PV-*A-3L-BTM
PV-*A-3L-PS
PV-*AF2
PV-*AF3
PV-*AF3-BI
PV-*ANH1
PV-*ANH1-BC
PV-*ANH1-BIM
PV-*ANH1-BL
PV-*ANH2
PV-*ANH3
PV-*ANH3-BI

Supplementary Notes:
Asterisk (*) represents the current rating of the fuse-link in amps.
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