SANYO Ni-MH BATTERY SPECIFICATIONS

DATE : Oct. 06, 2005

FILE No. : A-2798-01

Battery Model No. : 6BHR-AAU-KO
Parts No. : W22-1722-15

These specifications applies to the SANYO Sealed Nickel-Metal
Hydride Rechargeable Battery (Twicell) of the above mentioned model
for the Transceiver of Kenwood Electronics technologies (S) PTE LTD,

SANYO Electric Co., Ltd.
Power Solutions Group
Mobile Energy Company, Cadnica Central Business Unit
Ni-System Technical Service Department

Ni Battery System Section
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4 CAUTION

M D0 NOT DISASSEMBLE.
W 00 NOY DISPOSE iN FIRE.
I O3 NOT CHANGE DR CHARGE
THE BATTERY IN HAZARDQLUS LOCATIONS.
S 00 NOT SHORT-CIRCUIT THE TERMINALS.
W CHARGING TEMPERATURE RANGE 1S
56~ 40°CA1°F~104°F).
M CHARGE THE BATTERY PACK ONLY WITH
KENWODD SEECIFIED CHARGERS.

KENWOOD KNB-29N
NI-MH BATTERY PACK

DC7.2V===1500mAh _ WADE IN INDONESIA
KENWOOD CORPORATION

P.T. SANYO ENERGY {BATAM), ENGINEERING DIV, DESIGN DEPT, BATTERY PACK ASSY SECTION Ad



