-!:eﬂ;&hlowK Package Contents 1 Hardware Connection

You may see the Found New Hardware Wizard after the
adapter has been inserted. Please click ‘Cancel’.

For Windows XP

Found New Hardware Wizard

‘Welcome to the Found New
Hardware Wizard

‘Windaws illsearch for current and updated softuare by
laoking on your computer, en the hardware insalation CD. of on
the Windows Update Web site (with your permissir)

riine pitvack nfomatior

Quick Installation Guide -
300Mbps Mini Wireless N USB Adapter

Lan Windaws cannect to Windows Update o search ar
saftware?

TL-WN823N QIG O Yes, s e oy
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O No, ot this tine

Clck Nest o continue.

<Back et

For Windows Vista

[=-] Found New Hardware =X

Windows needs to install driver software for your Ethernet
Controller

Resource CD

@ Locate and install driver software (recommended)
Windows will guide you through the process of installing driver software
for your device.

2 Ask me again later
‘Windows will ask again the next time you plug in your device or log on.

System Requirement

® Don't show this message again for this device
Your device will not function until you intall driver software.

- Windows 7 - Windows 8 -Windows Vista - Windows XP

MODEL NO. TL-WN823N

2 SOftware Installation (The installation procedures in Windows 7/ 8/ Vista/ XP are similar. Here we take the procedures in Windows 7 for example.)

n Insert the TP-LINK Resource CD into the CD-ROM The InstallShield Wizard window will appear. B Click Change to specify the destination location n The installation of the driver and utility may
drive. Click Next to continue. or you can leave it default. Click Next to continue. take 1~2 minutes.

‘TP-LINK Wireless Configuration Utility and Driver - InstallShield Wizard == TP-LINK Wireless Configuration Utility and Driver - InstallShield Wizard = ‘TP-LINK Wireless Configuration Utility and Driver - InstallShield Wizard =
Choose Destination Location Setup Status

Welcome to the InstallShield Wizard for Selectthe folder where setup wil nstal les
TP-LINK Wireless Configuration Utiity and

Diiver
TPAINK Wieless C dD

The IntalShieldWizardwil et TP-UNK Weelese Instal TPALINK Wieless Corfguraion Uty an Divr o

Confgurton Uty and Dvr o yourcomputr. To €. ATPLINK Wirless Corfiguraton Uiy (o]

continue, lick Next.

L -
— | =]
Find the appropriate model and choose Install . Select Install TP-LINK Wireless Configuration Click Install to install the driver and utility for your n The following screen will then appear.
Driver&Urtility. Utility and Driver and then click Next . adapter. Click Finish to complete the setup.
TP-LINK Wireless Configuration Utlty and Driver - InstaliShield Wizard = TP-LINK Wireless Configuration Utiliy and Driver - InstallShield Wizard =) TP-LINK Wireless Configuration Utilty and Driver - InstalShield Wizard )
Setu Typo Reaty to Instalthe Program
IntlShR) Wi hasfnished ot Cick Frish o
Click the type of setup you prefer. Click Install to begin the installation. ekt the wizard.

Descpion

L —i— oy oo e AREY 1fyouwant t review of change any of your instalfon seltngs, cick Back. Click Cancelto st
— _— TPLINK Wieless Confurat the wizad
Uity and diver. Tris s the

Cancel

Cancel
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3 Connect to network (You can skip to Appendix: Connect to Wireless Router by WPS to quickly connect to a network if your router or access point features WPS or QSS function.)

n After installation, the configuration page will pop up on your

desktop.

Status WPS,

Network Name(SSID)

TP-LINK_Network1
TP-LINK_2 4GHz_13098E
TP-LINK_seantest
TP-LINK_012345
TP-LINK_012347
TP-LINK_1B0F28
TP-LINK_012346

TP-LINK_test

Network Profile

Security

B vrA/WPAZ-Fersonal
B vPa/PAZ-Fersonal
Hone
Hione
Hone
Hone
Hone

Hone

Advanced
Channel
10 (2:46)
6(2.46)
1(246)
1(246)
1(246)
1(246)
1(246)

1(246)

Signal ~

Rescan

/1\ Theicon #= will appear on your desktop. Double-clicking

T on the icon can start the utility.

Click Network in the tools section to display a list of

available wireless networks. Highlight the target network
name (e.g. TP-LINK_Network1) and then click Connect to

build a connection.

P-LINK

The Reliable Choice

= @

Status. WPS,

Network Name(SS1D)
TP-LINK_Network1

TP-LINK_2 4GHz_13098E
TP-LINK_1B0F28
TP-LINK_seantest
TP-LINK_012347
TP-LINK_E324E8

TP-LINK_012345

Securiy

8 VPAWPA-Fersonal
7] Connect automatically
8 vpaWPAZ-Fersonal

Hone

Hone

Hone

Hone

None

Advanced

Channel

10(2.46)

Signal ~

il

6(2:46)
1(246)
1(246)
1(246)
11(2.46)

1(2:46)

il

il

il

il

il
alll

Rescan

Appendix: Connect to Wireless Router by WPS

B If the network is unsecured, you will directly connect to it.
If it is security-enabled, you can input the security key into the
field beside Security Keyand then click OK to continue.

Please input the password:

Security Key:

JeTTeT, |

[] Show characters

the button on the router.

‘You can also connect by pushing |

@

Cancel

Without entering a key, you can press the WPS button (also
called QSS) on your router if the prompt You can also
connect by pushing the button on the router appears.

If your wireless router features the WPS function (also called QSS), you can also set up a wireless connection in this way.

Push the QSS button (also called WPS) on the back panel of the
Router. Here takes router TL-WR741ND for example.

TL-WR741ND

OO POWER

for 2~3seconds.
e~
o—
) E Soog

For detailed instructions of WPS, please refer to the User Guide on the resource CD.

a Push the WPS button marked with @ on the Adapter.

B Wait for a while until the following screen appears.
Click OK to finish the WPS connection.

Configuring the wireless network.

Successfully connected to the network by WPS!

The following screen indicates successful connectivity.
Click Close to enjoy the Internet.

Connected to TP-LINK_Networkl

Close

wps Network

Profis Name

TR-LINK Hetvork!

Netuiork Name(SSID)  TP-LINK_Networkt

Network Typa Infastructurs
Channs! 10240

AP A 400627 3C-BE
1P Address: 152 168 1 110
Signal Stengih

—_— 100% Excellent

To view more information about the network connected,
click Status in the tools section.

Profle Advanced

Rata 300Mbps.
Encrystion Typs: AES

Wirsless Mode: 802 11n

link.

é Technical Support h

m  Formore troubleshooting help, go to www.tp-link.com/en/support/faq
m  Todownload the latest Firmware, Driver, Utility and User Guide, go to

Global
Tel: +86 755 2650 4400
Fee: Depending on rate of differen carers,

E-mail: support@tp-link.com

Service time: 24hrs, 7 days a week
Singapore

Tel: +65 6284 0493

Fee: Depending on rate of different carriers.
E-mail: support.sg@tp-link.com

Service time: 24hrs, 7 days a week

UK

Tel: +44 (0) 845 147 0017

Fee: Landline: 1p-10.5p/min, depending on
the time of day. Mobile: 15p-40p/min,
depending on your mobile network.

E-mail: support.ukatp-link.com

Service time: 24hrs, 7days a week

USA/ Canada

+1866 2258139
ort.usa@tp-link.com

ime: 24hrs, 7days a week

Toll Free: 1300 88 875 465 (1300 88TP-LINK)
E-mail: support.my@tp-link.com
Service time: 24hrs, 7days a week

Tel: 0800 505 508
Fee: Free for Landline; Mobile: Depending on
rate of different carriers
E-mail: support.ua@tp-link.cor
Service time: Monday to Friday 10:00 to 22:00
Italy
'r +39023 051 9020

epending on rate of dlﬂerentcamers
E-mnll support.t@tp-link.cor
Service time: Monday to Fnday
09:00 to 13:00; 14:00 to 18:00
Germany/ Austria
Tel: +49 1805 875465 (German Service)

+49 1805 TPLINK
+43 820 820360

Fee: Landline from Germany: 0.14EUR/min.
Landline from Austria: o IOEUR/mln
il: support.de@tp-lin
Time: Monday to Fnday, 09:00 to
12:30 and 13:30 to 17:30. GMT+1 or GMT+2

(DST in Germany)
\ * Except bank holldays in Hesse

p: p-
®  Forall other technical support, please contact us by using the following details:

Australia / New Zealand

Tel: AU 130087 5465 (Depending on 1300 policy.)
NZ 0800 87 5465 (Toll Free)

E-mail: supportau@tp-linkcom (Australia)

supportnzatp-ink.com (New Zealand)

Service time: 24hrs, 7 days a week

Turkey

08507244488 (Turkish Service)

Fee: Depending on rate of different carriers.

E-mail: support.tr@tp-link.com

Service time: 9:00 to 21:00, 7days a week

Switzerland

Tel: +41 (0) 848 800 998 (German Service)

: support.ch@tp-link.com

-8 Rp/min, depending on rate of different

time
Service time: Monday to Friday, 09:00 to 12:30
and 13:30to 17:30. GMT+ 1 or GMT+2 (DST)
Brazil
Toll Free: 0800 608 9799 (Portuguese Service)

-mail: suporte bratp-link.com
Service time: Monday to Friday, 9:00 to 20:00;
Saturday, 9:00 t015:00
Poland

Tel: +48 (0) 801080618
+48 223 606 363 (if calls from mobile phone)
Fee: Depending on rate of different carriers.
E-mail: support.pl@tp-link.com
Service time: Monday to Friday 9:00 to 17:00
GMT+1 or GMT+2 (DST)
France
Tel: 0820 800 860 (French service)
Email: support fr @tp-link.com
Fee: 0.118 EUR/min from France
Service time: Monday to Friday, 9:00 to 18:00
*Except French Bank holidays
Indonesia
Tel: (+62)021 6386 1936
epending on rate of different carriers.
port. |d@tp—||nkcom
Service time: Monday to
9:00 to 18:00 *Except publlc holldays
Russian Federation
Tel: 8 (499) 754 5560 (Moscow NO.)
8 (800) 250 5560 (Toll-free within RF)
E-mail: support.ru@tp-link.com
Service time: From 10:00 to 18:00 (Moscow time)
*Except weekends and holidays in RF /

TP-LINK TECHNOLOGIES CO., LTD. www.tp-link.com



