
VOLTCRAFT® - TOP PERFORMANCE IN EVERY WAY
“Since 1982, our product range has been dynamically adapting to the constant changes in the industry. We commit to 
offering first-class quality to our customers while delivering an excellent cost-performance ratio. This philosophy 
remains the cornerstone of Voltcraft’s success.”

VC-36
ROTARY FIELd ANd 
MOTOR ROTARY dIRECTION TEsTER

VERsION 12/21

Nº 1017854

Automatic testing device to display and test the phase sequence of the exterior line and the rotary direction of drives in 
industrial electronic installations. By laying the tester on a rotating 3-phase electric motor, the rotary direction can also be 
determined “without contact”.

FEATUREs:
Automatic test process //  
Phase sequence and rotary direction display // 
Test motor rotary direction without contact.

EqUIPMENT:
Plug-in measurement lines //  
Clip-on alligator clips.

PACkAgE CONTENTs:
3 safety measurement lines //  
3 alligator clips //  
Bag //  
Operating instructions.
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TEChNICAL dATA:
Measurement voltage: 90 - 600 V/AC

Frequency range: 15 - 400 Hz 

Connection: 4 mm safety sockets  

Display: LED  

Measurement category: CAT IV 600 V 

Dimensions (L x W x H): 29 x 71 x 123 mm

Power supply: 9 V Block 

Weight: 192 g


