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2000 Flanged IP65

For applications requiring surface mounting and protection 

against dust and water ingress. Provides extra security once 

mounted by restricting access to the screws in the lid.

•  Flanged IP65 Lid and base moulded in ABS

•  Lid mounted by four M3 machine screws

•  Polished finish for ease of cleaning

•  Excellent properties for machining

•  Integral mounting guides to accept 1.6mm PCB's

•  PCB Adapters (included) for horizontal PCB mounting

•  Plastic standoffs in lid for PCB mounting

SPECIFICATION

Materials

Operating Temperature

Protection class

Standard colours

Standard unit includes

Options

Lid and base high impact ABS

Resistant to temperatures of up to 85°C 

IP54 as standard

IP65 with gasket option

Grey & black

Base & Flanged lid

4x M3 machine screws

PCB adaptors 

IP 65 gasket kits

GREY

BIM2008/IP-GY

BIM2000/IP-GY

BIM2001/IP-GY

BIM2002/IP-GY

BIM2003/IP-GY

BIM2004/IP-GY

BIM2030/IP-GY

BIM2005/IP-GY

BIM2006/IP-GY

LENGTH

75mm

95mm

105mm

120mm

132mm

140mm

162mm

170mm

210mm

WIDTH

57mm

52mm

58mm

52mm

64mm

67mm

82mm

82mm

112mm

HEIGHT

43mm

28mm

40mm

26mm

32mm

41mm

31mm

51mm

61mm

BLACK

BIM2008/IP-BLK

BIM2000/IP-BLK

BIM2001/IP-BLK

BIM2002/IP-BLK

BIM2003/IP-BLK

BIM2004/IP-BLK

BIM2030/IP-BLK

BIM2005/IP-BLK

BIM2006/IP-BLK
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2000-IP Gasket Kits

TYPE NO.

SA00

SA1

SA2

SA34

SA50

SA6

SA8

DESCRIPTION

2000/IP gasket

2001/IP gasket kit

2002/IP gasket kit

2003/IP & 2004/IP gasket kit

2005/IP & 2030/IP gasket kit

2006/IP gasket kit

2008/1P gasket
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