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Audio Processors

OMNITRONIC LH-020 3-channel mic mixer

No. 10355020

3-channel microphone mixer

• For connecting 3 microphones e.g. to a line input of a mixing console
• Separate volume control per channel
• Phantom power and low cut can be switched on per channel
• Inputs and outputs via balanced XLR connectors

Technical specifications:
Power supply: 12 V DC, 150 mA

Phantom power output: 18 V DC

Input impedance: 600 ohms

Output impedance: 600 ohms

Max. input level: -14 dB

Max. output level: +14 dB

Gain: 60 dB

T.H.D.: 0.02 %

Frequency range: 25 Hz - 16 kHz

S/N ratio: >75 dB

Dimensions: 143 x 93 x 45 mm

Weight: 555 g

OMNITRONIC LH-025 3-channel stereo mixer

No. 10355025

3-channel stereo mixer

• Mixes the stereo signal of 3 audio sources to 1 stereo output
• Separate pan and volume control per channel
• Headphones output with level control

Technical specifications:
Power supply: 12 V DC, 150 mA

Input impedance: 10 kohms

Output impedance: 100 kohms

Max. input level: -30 dB

Max. output level: +13 dB

Frequency range: 20-20000 Hz, + 1 dB

Gain: 27 dB

T.H.D.: 0.005 %

S/N ratio: >70 dB

Dimensions: 143 x 93 x 45 mm

Weight: 590 g

OMNITRONIC LH-026 3-channel stereo mixer

No. 10355026

3-channel stereo mixer

• Distributes the signal of 3 stereo audio sources to 1 output
• Inputs: 3 x stereo RCA, separatly adjustable
• Output: 1 x stereo RCA
• Headphone outputs: 2 x 6.3 mm jack

Technical specifications:
Power supply: 12 V DC, 150 mA

Input impedance: 10 kohms

Output impedance: 100 kohms

Max. input level: -30 dB

Max. output level: +13 dB

Frequency range: 20 Hz - 20 kHz

Gain: 27 dB

T.H.D.: 0.005 %

S/N ratio: >70 dB

Dimensions: 115 x 147 x 45 mm

Weight: 600 g

OMNITRONIC LH-010 4-channel mixer passive

No. 10355010

4-channel mini mixer, passive

• Distributes the signal of 4 audio sources to 1 output
• 4 separate level controls
• No power supply necessary

Technical specifications:
Input impedance: 47 kohms

Output impedance: 12 kohms

Gain: -13 dB

Frequency range: 20-20000 Hz

S/N ratio: >100 dB

Dimensions: 95 x 73 x 40 mm

Weight: 300 g

OMNITRONIC LH-015 2-channel mic line mixer

No. 10355015

2-channel miniature mic/line mixer

• Distributes 2 inputs to 2 outputs
• Inputs: 1 x stereo RCA and 1 x 6.3 mm jack
• Output: 1 x stereo RCA
• Separate volume control per channel

Technical specifications:
Power supply: 12 V DC, 150 mA

Input impedance CH-1: 10 kohms

Input impedance CH-2: 20 kohms

Output impedance: 50 ohms

Gain CH-1: 32 dB

Gain CH-2: 20 dB

Frequency range: 20-20000 Hz

S/N ratio: >100 dB

Dimensions: 95 x 73 x 40 mm

Weight: 230 g
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