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PINS ettt e 4
OULNE DIMENSION......ceverceeereereeeereereeseesee st es et et ssseeessesesnes 19*15.5* 15 mm
CONEACE Ottt 1a
Contact form (FeSIStANCE).......c.uveverereereereereereereeeese e seeeeeees 10A 240 VAC / 125VAC / 28VDC
COil VOItAGE (DC)..erererereerrereerrere e eereseesesseeseeeeseeee e sesseenn 24V
COil POWEF (DC)..evereeereeeereereereereesee s eseesssssessssssee s sses s s snsens 0.36 W
ClOSE VOITAGE ....vvereeereeiere ettt <75%V
RElEASE VOITAGE .....oeveeeeerre ettt =210%V
Strength between Contacts ..........covweereercrereirerecse s 1000 VAC/min
Strength Contacts and COIlS .........ccvwrereereerrerrrere e 1500 VAC/min
CONtACE FESISTANCE .....eeeee ettt <50 mQ
INSUIALION FESISTANCE ......cvuceeeeie et =500 mQ
Ambient teMPErature ..........cocvereriereiererese e -40 - 70 Celsius degree
MEChANICAI TIfE ......ever ettt 10.000.000 times/OPC
T4 o I T 100.000 times/OPC
MOUNENG FOMM ..ot PCB
WEIGN .ottt st 0.0078 KG
APPLICALION.... ..ottt Mete , Range hood
Operation temperature and humidity............cocovveueereiressneseenereereeees - 40 ~ 70 degree Celsius ; 35% ~ 85% RH
Storage temperature and humidity ...........cocovvrerenerrernnerese s 0~ 70 degree Celsius ; 35% ~ 80% RH
Dimension drawing With tolerance ...........coevereeneneeeneneeeenenieeenein Out dimension < 1 mm, Tolerance: = 0.2 mm; < 1~5 mm, Tolerance: £ 0.3 mm
........................................................ Out dimension > 5 mm, Tolerance: + 0.4 mm
Tolerance of MOUNtING OIE...........ovvereereere s +0.1mm
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