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Heat Shrinking Sleeve For Battery 

Material................................................................................................... . . . PVC
Sleeve Length..................................................................................... . . . 1 Meter
Shrinking Temperature.................................................................. . 70 °C ~ 125°C
Operating Temperature................................................................... . . -4 0 ~ 105°C
Tensile Strength............................................................................... . . . . 48Mpa
Diselectric intensity.......................................................................... . . . . kv/cm
Flame resistance class............................................................................ . . . VW-1
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Application Reference Wrapping Style
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Sleeve Thickness(mm)Sleeve Lay-
Flat Width

Norminal
Size (mm) Shrink before / after

Shrinking Ratio (%)

0.09 / 0.09 40.0 ± 5

40.0 ± 5
40.0 ± 5
40.0 ± 5
40.0 ± 5

45.0 ± 5
67.0 ± 2.0

63.5 ± 1.5
77.5 ± 2.0
90.0 ± 2.0

198.0 ± 4.0

31.0 ± 1.0
15 71 314
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14 89 706
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15 70 886
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15 70 885
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14 89 683
15.0 ± 5

Horizontal Vertical

15.0 ± 5
15.0 ± 5
15.0 ± 5
15.0 ± 5

8.0 ± 3
0.09 / 0.09
0.09 / 0.09
0.10 / 0.10
0.13 / 0.13

0.08 / 0.08
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