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oscilloscope.
1.While in Windows, insert the installation CD into the CD-ROM drive.
2.The installation should start up automatically. Otherwise in Windows
Explorer, switch to the CD-ROM drive and run Setup.exe.
3.The software Installation is started. Click 'Next' to continue.

41 DSO-XXXE USB

Welcome to D305034 LISB Setup program. This program will
install D504 USE on your computer.

Itis strongly recommended that you st allWindows programs
before running this Setup Frogram.

Click Caneel to quit Setup and close any progiams you have
vunning. Click Next to continue with the Setup program.

WARMING: This program is protected by copyright law and
international reaties.

Unauthorized reproduction or distribution of this program, or any

portion of &, may result in severe civil and criminal penalties, and
will be prosecuted to the marimum extent passible under law.
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The Main Menu: All settings can be found in the main menu.

The Toolbar

Displays the trigger information: Displays the edge trigger slope,
source and level.

The Horizontal Panel: The user can change Time/Div, format in
the panel.

The Vertical Panel: The user can turn on/off the
CH1/CH2/CH3/CH4. Also the user can change the CH1/
CH2/CH3/CH4 volt/div, coupling and probe attenuation.

The Trigger Panel: In this panel, the user can change the trigger
mode, sweep, source and slope.

Displays the system time.

Marker shows Edge trigger level

Displays the main time base setting.

Displays the CH1/CH2/CH3/CH4 information:

Readouts show the coupling of the channels.

Readouts show the vertical scale factors of the channels.

A “B” icon indicates that the channel is bandwidth limited
Connect

The markers show the CH1/CH2/CH3/CH4 reference points of the
displayed waveforms. If there is no marker,the channel is not
displayed.

Marker shows horizontal trigger position

Trigger status indicates the following:

AUTO: The oscilloscope is in auto mode and is acquiring waveforms in the absence
of triggers.

Trig'D: The oscilloscope has seen a trigger and is acquiring the post trigger data.

STOP: The oscilloscope has stopped acquiring waveform data.

RUN: The oscilloscope is running.

INSTALL SOFTWARE

Caution: You must install the software betore using the

4.Choose a destination directory. Click 'Next' to continue.

Destination Location

Setup willinstall D50+ USE in the following folder.
Toinstallinto a different folder, click Browse, and select another folder,

ou can chanse not to install DS0-+003< LISB by clicking Cancel to exit Setup.

Destination Foldar
C:\Program Files\DS0 #0500 USB

Browse.

ise Installation Wizard?

< Back Cancel |

5. Check the start information. Click Next to start copying of files.

Start Installation

RN
“ou are now ready to install D50 LUSE

Click the Mewt button to begin the installation or the Back button to reenter the installation
infarmation.

s Installation wizard?
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6. This Status dialog is displayed during copying of files.
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7. Updating Your System Configuration.

g Updating System Configuration, Please Wat...
=

8. The installation is complete.

42 DSO-XXXX USB

DS0-x44X USB has been successfully installed.

Click the Finish button to exit this installation.

INSTALL DRIVER

Firstly make sure the instrument connected to PC!

If the instrument does not work, please connect the instrument to your PC
and do the following items. If the driver is right, the system will display:
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If the driver is wrong, please update the driver!

1.Connect the A-Type Plug of USB cable to your PC’S USB port.
2.Connect the other A -Type Plug of USB cable to the device’s USB port.

3.New hardware is found.
4.Click right mouse and select “Manage”.

€ & Manage

Map network die..

Disconnect network drive..

Create shortcut
Delete

Rename

Properties
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6.Select “Browse my computer for driver software”
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How do you want to search for driver software?

# Search automatically for updated driver software
Windws will saarch your computer and the Internet foe the latest driver software
for your device, unless you've disabled this feature o your devace installatice
settings,

S Browse my computer for driver software
Lecate and watall drmver softmare manualy.

7.Select the right driver path, click “Next”

st st 500 -

Browse for driver software on your computer

Search for driver software in this location:

(¥ Include subfolders

2 Let me pick from a list of device drivers on my computer
This list will show installed driver software compatible with the device, and all driver
software in the same category a5 the device.
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8.Click “Install this driver software anyway”.

# Don'tinstall this driver software

f54 your device.
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9.Installing driver software...

Installing driver software_.

10.DSOxxxx USB has been successfully installed

Windows has successfully updated your driver software

Windows has finished installing the drver software for this device:
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Caution: If the instrument does not work, the possible causes are:

1.The instrument is not connected to USB.
2.The driver is not found.

3.The driver is wrong.

1. AUSB line, used to connect external devices with USB interface like a printer or

to establish communications between PC and the oscilloscope.

2. Asoftware installation CD and it contains the user manual for the oscilloscopes.



