
Condutto re interno Rame s tagnato Frequenza Att enuazione

Center Conductor Tinned copper Frequency Attenuation

- Construction

Diameter

Isolamento  Insulation

Nom.Thickness

Diameter

Schermatura Treccia di rame s tagnato 

Shield Tinned copper braid

Construction

Impedence

Guaina esterna  in PVC bianco non  propagante Capacitance 

 l'incendio a norma CEI 20-22 III o IEC 60332-1

Jacket in white PVC flame retardant according to Velocity of Propagation

CEI 20-22 III regulations or IEC 60332-1

Eff icie nza di sc hermatura - Screening Efficency dB

Caratteris tiche mecca niche Mechanical characteristics

Electrical resistance inner conduct.  

Operating Temperature Range

Electrical resistance outer conduct.   

Max. Recommended Pulling Tension Perdite cumulative Return Loss  (SRL)        dB

Min. Bend Radius (Install)

Marcatura/Marking

Codice Descri zione          
Peso   

[kg/km]
Code Description Weight

Diametro  
[mm]

  Diameter 

Conf ezione

Packaging

PE espanso Foamed  PE

Coverage Area 

-  Thickness >0,40mm

Costruzione                          
Construction

Caratteris tiche elett ric he               
Electrical characteristics  
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