COMPONENTS

Distributed by Conrad Electronic SE ¢ Klaus-Conrad-Str. 1 « D-92240 Hirschau

Datasheet
Item no. 1586433

V1_0617_02_EN

Male

e \—., 305 Cleo

i - m il
S =
o M [0 1]
- S
o ecodiecees ol SRL er—" : | ;
a4 | Ogeocnunu‘l\anonco)q _,' '3 Cover GJ: 1

3 [ noo(pooo
. .

@740

Without Insulator Support

= hole
Dimensions
Positions | A [ B [ [3 [ E [ F |
Product Spaciication 15 | @s20 | 333w | 2525 | 1939 20.70

Material

Insulator ; Glass-Filled Tharmoplastic PET, ULS4V-0,Black
(Contact : Copper alloy, plating gold Nash selective gold
Shell : Steel, 100u" Tin Over 50u* min Copper

Elerical
Contact Resistance : 20 milischms Max at 1 AMP DC.
Insulation Resistanca : 1000 magahms al 500 VOC
Disloctric Withstanding Voltage : 1000 VACms 60Hz for 1 mirute
Currant Rating = 3 AMP
Wolatge Rating : 250 VACmS 60Hz

@ Wire Spoc : 26 ANG-28 AWG

(B) Operating Temperature: -55°C~+105°C

UL E No #E198287

Female Surain Relief
Dimensions X
& Posions | A | B | O [ E [ F
B 15 173920 | 3330 | 2a70 | 1939 | 1778 |
il
13 NOTES:
1 . MATERIAL
I e éﬂﬂﬂﬂ =1=1=1~] ﬂﬁ é 1Insulator Material Glass-Filed Themoplastic PBT, UL 440
i 00 (=1-] D 00000 2.Contact Material : Copper aloy
-« 3.5he1 SPCC
= — 4.Plating  Selective Gold flash

ELECTRICAL

1.Cument Rating : 3 AMP

2Vohtage Rating : 250V AG/ms 60 Hz

3.Contact Resistanca: 20mC} max at 1 AMP DC

4. Insulation Resistance: 1000MC at 500 VOC

5. Withstand Voltage - 1000V ACrms B0Hz for 1 minute
&.Wire Spec : 26 AWG-28 AWG

T.Operating tempearaturec-55 “C+105°C
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