
Ceiling Fan
The perfect solution for suspended ceilings

Fan display  
with long-lasting  
LED lights.

Remote control* with wall  
holder has a programmable  

timer with 3 options: 
- 2 hour, 4 hour,  

or 6 hour settings. 

*Requires one CR2025 battery (not included)

360̊  grill  
rotates clockwise or 
counterclockwise for  
even air circulation.

Optional frame insert included to accommodate 
larger suspended drop ceiling grids.

The Westinghouse Windsquare ceiling fan features  
a low-profile design that doesn't sacrifice performance.

Constructed from durable materials for long-lasting, dependable and quiet performance, simply install  
the Windsquare in a suspended ceiling to provide a comforting, cool breeze in offices, retail stores  
or any suspended ceiling application.
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In just a few minutes, learn more about Windsquare by watching our brief videos.

www.youtube.com/Westinghouselighting

YouTube Videos
Visit Our YouTube Channel for Windsquare Educational Videos

Features & Benefits  
Educational Video

General information about  
Windsquare ceiling fan.

Installation Overview  
Educational Video

Demonstration on how quick  
and easy it is to install the  
Windsquare ceiling fan.

©2019 Google Inc. All rights reserved. YouTube is a trademark of Google Inc.

SPECIFICATIONS
Item
No. Size  Finish Blade 

Finish
Motor 
Size Dimensions Extends From  

Ceiling Dimension
Mount
Type

Blade  
Pitch Material  Wattage 

(H/M/L) Voltage  Lead Wire 
Length   

72060 36 cm White White 78 x 74 x 25 mm 22 cm H x 62 cm W x 62 cm D 10,1 cm Inside Suspended 
Ceiling 13˚ Plastic 52/44/39 230V/50Hz 12 cm

RPM 
(H/M/L)

Maximum Fan Flow Rate
(m3/ Min) 

Airflow Efficiency 
(m3/ Min) W

Noise Level 
dB(A)

Standby Power 
Consumption (W)

Seasonal Electricity 
Consumption (kWh/a)

Maximum Air Velocity 
(meters/sec)

1250/1130/920 99 2 62 0,38 17,14 3,28

Ceiling Fan

INSTALLATION  4 easy steps.

1 2 3 4

1.  Remove one piece of suspended  
 ceiling tile.

2. Insert the ceiling fan into the 
 suspended ceiling.

3. Move another piece of ceiling  
 tile and insert 3 electric power  
 wires into the terminal block.  

4. Move back the ceiling tile to its  
 original place and check if they  
 are all properly installed.


