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1.5 m - 3 m
If abnormal

Distance between camera 

and persons: 0.8-1.5 m (3 

mm lens) 1.5-2 m (6 mm 

lens)

Installation height is 1.5 m

Secondary measurement with a mercury 

thermometer, ear thermometer, etc. 

 Thermal: 384 × 288, lens: 10/15 mm, Optical: 2688 × 1520, lens: 4/6 mm

 Simultaneous fever screening for multiple persons (up to 30 persons)

 Accuracy: ±0.5℃

 Measurement range: 30-45℃

LED Monitor

Real-time alarm monitoring

Secondary measurement with a mercury thermometer, ear thermometer, etc. 

Installation height: 1.7–2.6 m

Distance between camera and persons: 4.5–9 m (15mm thermal lens); 

3-7m (10mm thermal lens)

 Thermal: 160 × 120, lens: 3 mm / 6 mm

 Optical: 2688 × 1520, lens: 4 mm / 8 mm

 Accuracy: ±0.5℃

 Measurement range: 30-45℃

 Embedded audio alarm for abnormal temperatures

 Distance : 1.5-2.5 m

 Efficiency: 60 persons / min

 Accuracy: ±0.5℃
 Range: 30-45℃
 Supports audio alarms

 Wi-Fi supported
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Wall-mounted

Hikvision’s fever screening thermographic cameras are designed to detect elevated skin temperatures for rapid

and preliminary fever screening at the airport and then to take further guidance for the suspected fever patients.


