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PXC-M03 & M06 Series 
 
Recommended external EMI filter for EN55022 Class B 

 

  

Single Output Dual Output 

 

MODEL C1 C2 L1 

PXC-M03-05 

PXC-M06-05 
22μF/16V 1206 MLCC 22μF/16V 1206 MLCC 137μH Common Mode Choke 

PXC-M03-12 

PCX-M03-24 

PXC-M06-12 

PCX-M06-24 

4.7μF /50V 1206 MLCC 4.7μF /50V 1206 MLCC 277μH Common Mode Choke 

PXC-M03-48 

PXC-M06-48 
2.2μF /100V 1210 MLCC 1μF /100V 1206 MLCC 419μH Common Mode Choke 

 
 
 

PXC-M10 Series 
 

Recommended external EMI filter for EN55022 Class B 

 

  
Single Output Dual Output 

 

 

MODEL C1 C2 C3 L1 L2 

PXC-M10-05 N/A 
22μF/16V 

1206 MLCC 

22μF/16V 

1206 MLCC 

3.3μH; 3.3A 

SMD Inductor 

52μH 

Common Choke 

PXC-M10-12 

PXC-M10-24 

4.7μF /50V 

1206 MLCC 

4.7μF /50V 

1206 MLCC 
N/A 

10μH; 2.3A 

SMD Inductor 

175μH 

Common Choke 

PXC-M10-48 
1μF /100V 

1206 MLCC 

4.7μF /100V 

1210 MLCC 
N/A 

10μH; 2.3A 

SMD Inductor 

419μH 

Common Choke  
 

 

 


