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) " '& Parameter setting.exe )
1. Doubleclick onthe , Enter the card reader parameter setting

page of gr code access control:

Search device I Get current parameter

-~ Metwork parameter,
IPaddressl192 168. 0 .1

Subnet mask| 235 .255 .255 . 0
network gate| 192 .168 . 0 . 1

DNS 1| 114 .114 .114 .114
DNS2| 8 .8 .8 .8

Network mode |Fixed P =l

server address | www.baidu.com

—Format parameter setting

HID format parameter EnterlE”tE"
Serial parameter baud rate IQE'00 j'

Stop bt M

QR code serial output format |ASCII

Server port |80
HTTP server lh
Set up |
Output format selectionIUSB keyboard j Set up
card number input forrnatlm Set up
j Line feedINo line feed j Set up

lﬁ Set up |

Data bits |8 'I
Parity check |MONE :I'

|—Externa\ parameter setting

Reset settingsl12 hours 'I Setup
| hgmlclose 'I Set up

Working rnodeICOmmCrn mode * ﬂl
Sweeping hghtITUm off Set up |

| Bar code QR code setting
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2. Charge the card reader with the gr code, and when the supplementary light is on and the

buzzer rings, the card reader is started and connected to the computer with the network cable;
3. The default fixed IP of the card reader is 192.168.1.99. The computer terminal manually

configures the IP address of the same network segment as the card reader;
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,& Parameter setting

‘ Search device | I |Get current parameterl
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TEC1F198
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4. Configuration and test:

~Network paramete

Serial parameter baud ratel‘3600 :I'

Stop bit)!

1P address| 192 .168 . 1 . 99 Network mode IFD(Ed P =]
Subnet mask| 255 .255.255. 0 server address |192.168.1.12
network gate|| 192 .168. 1 . 1 Server port |8080
DNS 1]| 114 .114 .114 .114 HTTP server IC?? 'I
pns2[ 8 .8 .8 .8 | 4 5 setup
~Format parameter setting
Output format se\ecbonl TCP j Setup
card number input forrnatIEnH - Setup
HID format parameter EntszrlEnter j Line feedINO line feed j Setup

Data bits IH 'I
Parity check INDNE :I'

As shown below: configure the server address as the computer's IP, configure port 8080, and

select TCP as the output format;

| &4 Parameter setting

Search device I Get current parameter I

—Metwork parameter
1P address| 1927168 . 1

Subnet mask |’ 233 . 255
network gate|| 192 .168 .
DNS 1,114 .114
DNS 2

1

.59,
.255 .

.1
.114 .114
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Fixed P

=

Network mode
—
0

"%emer_address

|192.168.1.12
//"Ser\rer port IBUBU o
\HIIEMer IC# EI

Setup

=]

— Format parameter settings—

o PR I
Output format selection[?C_P_ 'I J

Setup

card number input formatlﬁH vl

HID format parameter Enter |[ENter

j Line feedINo line faed

=l

Setup

Setup
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Builder_setup.exe
@ 2018/9/13 10:11
« 1.05 MB

Open the installation package ”, Install the software;

B

TCPIP
Builder

Configure the parameters as shown below;

TCP/IP Builde

||~ Socket Setup 1 2 =
LocaIIF':|| 192 168 . 1 . 12 I EDBDi F" TCP |r' UOP [ Feusze address Create Socketl Diestroy Socketl
[ — Connection Setup 1
[ 1w [82 168 . 1 . 9 [ 39588 | Kespalve | Nodelay Conrect | Listen |
Send data
- Send |
Clear |
™ Don't route
[~ Out of band
I Parse ASCII

™ Broadcast

—Receive data

Liztening for connections. .. Connected - Clear |

/qa‘meardzea aspy Poardid=611DA43%mjihac=1 kojihao=FEC1F19B etatus=11&time=1420071 234
Detail >3 |

] Debugging... |

Packets: B Bytes: 1716 Last packet: 82

:

Spstemn information... MS look up... Help... Aibout... | Exit
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