
Karta informacyjna 5SH4316
NEOZED screw cap Porcelain size D01, 16A

Wersja
Nazwa markowa produktu SENTRON
oznaczenie produktu Kołpak nakręcany NEOZED
wykonanie produktu z otworem do plombowania
wielkość wkładki bezpiecznikowej D01
prąd / przy AC / wartość znamionowa 16 A
napięcie zasilające / przy AC / wartość znamionowa 400 V

Konstrukcja mechaniczna
masa netto 22 g
materiał porcelana

Certyfikaty
General Product Approv-
al

Declaration of Conform-
ity

Test Certificates

Special Test Certificate
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=P_I201_XX_04110
https://support.industry.siemens.com/cs/WW/pl/ps/5SH4316/Certificate?ct=439&ci=500&cao=587
https://support.industry.siemens.com/cs/WW/pl/ps/5SH4316/Certificate?ct=444&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/pl/ps/5SH4316/Certificate?ct=445&ci=495&cao=553


Więcej informacji
Information- and Downloadcenter (Catalogs, Brochures,…)
http://www.siemens.com/lowvoltage/catalogs

Industry Mall (Online ordering system)
https://mall.industry.siemens.com/mall/en/en/Catalog/product?mlfb=5SH4316

Service&Support (Manuals, Certificates, Characteristics, FAQs,...)
https://support.industry.siemens.com/cs/ww/pl/ps/5SH4316

Image database (product images, 2D dimension drawings, 3D models, device circuit diagrams, ...)
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=5SH4316

CAx-Online-Generator
http://www.siemens.com/cax

Tender specifications
http://www.siemens.com/specifications
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